


































54 FLAT’N ROUND-KabelFLAT’N ROUND-cables

Conductor
Insulation
Mark
Modular dimension
Conductor thickness
Web thickness
Operating voltage
Testing voltage

Insulation resistance
Conductor resistance
Capacitance
Impedance
Current-carrying capacity
Screen

Temperature range
Number of conductors
Outer diameter

AWG 30, Cu-Litze tinned, 7 x 0,107 mm
Special-PVC, similar to YJ8 acc. VDE 0207
by unicolored margin
R, 0,635 ± 0,08 mm
0,64 ± 0,03 mm
0,10 ± 0,03 mm
1.000 V
Wire/wire 1.500 V
Wire/screen  500 V
≥ 20 MΩ x km max. at +20 °C
≤ 335 Ω/km max. at +20 °C
approx. 97 pF/m at 1 kHz
approx. 95 Ω at 1 MHz
500 mA max.
Wdd. 0,80 mm, Alu-cladded foil and 
Cu-braid tinned,
Coverage appr. 85%, PVC grey (RAL 7032)
-20 °C to +80 °C
preferably 9, 15, 21, 25, 31, 37, 40
e. g. 40-pol.; appr. 7,5 mm

Leiter
Isolation
Kennzeichnung
Rastermaß
Leitungsdicke
Stegdicke
Betriebsspannung:
Prüfspannung

Isolationswiderstand
Leiterwiderstand
Kapazität
Impedanz
Strombelastbarkeit
Abschirmung

Temperaturbereich
Leiterzahlen
Außendurchmesser

AWG 30, Cu-Litze verzinnt, 7 x 0,107 mm
Spezial-PVC, ähnlich YJ8 nach VDE 0207
durch einfarbigen Randstreifen
R, 0,635 ± 0,08 mm
0,64 ± 0,03 mm
0,10 ± 0,03 mm
1.000 V
Ader/Ader  1.500 V
Ader/Schirm   500 V
≥ 20 MΩ x km max. bei +20 °C
≤ 335 Ω/km max. bei +20 °C
ca. 97 pF/m bei 1 kHz
ca. 95 Ω bei 1 MHz
500 mA max.
Wdd. 0,80 mm, Alukaschierte Folie und 
Cu-Geflecht verzinnt,
Bedeckung ca. 85%, PVC grau (RAL 7032)
-20 °C bis +80 °C
vorzugsweise 9, 15, 21, 25, 31, 37, 40
z. B. 40-pol.; ca. 7,5 mm

FLAT’N’ROUND AWG 30 geschirmtFLAT’N’ROUND AWG 30 screened
In the new Flat’N’Round-cable all advantages of the flat
cable are included. Additionally the cables are equipped
with all advantages of a round cable in double-screened
version. Therefore the Flat’N’Round-cable is suited for the
assembly of the rectangular connector in modular dimen-
sion as well as for small round connectors according to the
LEMO-Push-Pull-system.

In den neuen Flat’N’Round-Kabel sind alle Vorteile der
Bandleitung enthalten. Zusätzlich sind die Kabel mit den
Vorteilen eines Rundkabels in doppelt geschirmter Version
gepaart, somit sind die Flat’N’Round-Kabel nicht nur für
das Konfektionieren von Rechtecksteckern im Rastermaß,
sondern auch ideal für Kleinstrundstecker nach dem 
LEMO-Push-Pull-Prinzip geeignet.

Part-no. / Best.-Nr. Wires / Adern                                Outer-diameter mm 
Außendurchmesser mm 

300 709 9 –
300 715 15 –
300 721 21 –
300 731 31 7,3
300 737 37 7,4
300 740 40 7,5

Delivery time, price on request.                                    Lieferzeit und Preis, z. Zt. auf Anfrage.



KatalogübersichtCatalog summary
Please request the appropriate catalog
from our marketing department, or 
directly: www.lemo.de

Connectors
� F-Series Motorsport
� Unipole & Multipole Connectors
� Thermo Series – for the highest 

measure range in temperature
� Multifunctional connector combinations 

for the CAMAC-technology
� Connectors, Audio-Video
� P-Series (REDEL)

High voltages connectors
for the highest reliability in operation

Fibre optic connectors
Monomode and Multimode according to 
LEMO-Push-Pull-System

Coaxial Connectors
(COELVER)

Bitte fordern Sie Ihren entsprechenden Ka-
talog von unserer Marketing-Abteilung an,
oder direkt unter: www.lemo.de

Steckverbindungen
� F-Serie Motorsport
� Unipole & Multipole Connectors
� Serie Thermo für höchste Temperatur-

Messbereiche
� Vielseitige Steckkombinationen in der 

CAMAC-Technik
� Connectors, Audio-Video
� P-Serie (REDEL)

Hochspannungs-Steckverbindungen
mit höchster Betriebssicherheit

Glasfaser-Steckverbindungen
Monomode und Multimode nach dem 
LEMO-Push-Pull-System

Koaxial Steckverbinder 
(COELVER)
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